1130 Configurator 



t 



2501 Card 
Reader Model A1 
600 cpm 
(Feature #3630 
Required) 


2501 Card Reader 
Model A2 
1000 cpm 
(Feature #3630 
Required) 


1231 Optical Mark 
Page Reader 
2000 Sheets/Hr 
(Feature #1264 
Required) 


□ May only be installed 
on 1131 Models 2 and 
3, 208/230 volts powe 

I" | Requires Channel 
i j Multiplexer 


‘4800 Bits-Sec operates or 


File Number 1130-00 
Form GA26-5915-5 



■ v '*; 


1133 Multiplex 
Control Enclosure 


Model (81 or B2) 
B1 - 512k Word* 
B2 = 1024k Words 


Disk Control 


(One each, max 4) 
#3201 #3202 
#3203 #3204 


1131 CENTRAL PROCESSING UNIT 


Model 1 : A = 4k, B = 8k 

3.6 Microsecond Core Storage 


Model 2: A = 4k, B = 8k, C = 16k, D = 32k 
3.6 Microsecond Core Storage 
(Includes Single Disk Storage Drive) 


Model 3: B = 8k, C = 16k, D = 32k 

2.2 Microsecond Core Storage 
(Includes Single Disk Storage Drive) 


Standard Features: 


Console Printer and Keyboard 
3 Index Registers 
Indirect Addressing 
Multiply/Divide 

Storage Word = 16 Bits + 2 Parity Bits 


Customer 

Device 


1134 Loader 
Feature #3624 
(If No Card Input) 


2250 Display 
Unit Modal 4 
Prerequisite: 
Card Reader 
> 8k Core St< 


1055 Paper Tape 
Punch 
Attachment 
#7923 


1134 Paper Tape 
Reader 
Attachment 
#3623 


Channel 

Multiplexer 

#1865 


Storage Access 

Channel 

#7490 


1627 Attachment 
#7189 


1627 Attachment 
#7187 


Alphameric 

Keyboard 

#1248 


1055 Paper Tape 
Punch 
15 Ch/Sec 


1134 Paper Tape 
Reader 
60 Ch/Sec 


Programn 

Function 

#5858 


2250 Display 
Unit Model 4 
Prerequisite: 

Card Reader 
£8k Core Storage 


Take-Up Reel 


1627 Plotter 
Model 2 
200 Pts/Sec 
30" Chart 


1627 Plotter 
Model 1 
300 Pts/Sec 
12" Chart 


Model 2 has 
Supply and 
Take-Up Reels 


Customer 

Device 


Displ: 

Copie 

Attac 

#325: 


Edge-Card 

Punch 


Alphameric 

Keyboard 


2285 

Display 

Copier 


Attachment 

#3252 


Programmed 
Function Ke 
#5858 































